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(54) Microcomputer provided with flash memory and method of storing program into flash 
memory 



(57) The present invention provides a microcom- 
puter provided with a flash memory and a method of 
storing a program into a flash memory by which a write 
failure which arises from an interruption of rewriting 
processing of the flash memory can be detected rapidly 
and with certainty. The microcomputer provided with a 
flash memory comprises a rewrite program area for 
storing a program for a rewriting processing procedure 
for the flash memory, and a controller for forming a plu- 
rality of flag areas locally in the flash memory when the 
rewriting program stored in external storage means or 
the rewrite program area is written into the flash mem- 
ory, performing determination of completion of a plural- 
ity of stages of rewriting processing or determination of 
whether the plurality of stages are good or bad and 
recording results of the determination into the respec- 
tive flag areas. 
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Description 

BACKGROUND OF THE INVENTION 

1 . Field of the Invention: s 

[0001 ] This invention relates to a microcomputer pro- 
vided with a flash memory and a method of storing a 
program into a flash memory, and more particularly to a 
microcomputer having a self-programming function of 
rewriting a program stored in a flash memory and a 
method of storing a program into a flash memory. 

2. Description of the Related Art: 

[0002] A data processing apparatus which detects an 
interruption of rewriting processing of a flash memory to 
prevent a malfunction is conventionally known and dis- 
closed in Japanese Patent Laid-Open No. 6865/1996. 
[0003] Fig. 1 is a block diagram showing a general 
configuration of the data processing apparatus dis- 
closed in the document mentioned above. Referring to 
Fig. 1 , CPU 202 performs, upon initialization of such as 
changing of a program, rewriting processing of writing 
data block by block from ROM 203 into flash memory 
204 through RAM 206 and writing a start code and an 
end code representative of a start/end of data in a cor- 
responding relationship to the data into flash memory 
204, 

[0004] CPU 202 copies contents of flash memory 204 
into RAM 206 each time power supply is made availa- 
ble. Upon such copying, CPU 202 detects a write failure 
of the data in flash memory 204 based on the start code 
and the end code. 

[0005] Fig. 2 shows a data structure of flash memory 
204. 

[0006] Rash memory 204 is divided into a plurality of 
blocks. A data train including data train 101, start code 
103 and end code 1 04 is written into each of the blocks. 
[0007] Program codes, a data table and other neces- 
sary data are included in the data area of data train 101. 
Start code 103 and end code 104 are predetermined 
arbitrary data and added to the start and the end of data 
train 101. 

[0008] Fig. 3 is a flow chart illustrating processing of 
the conventional data processing apparatus when a 
normal program is started. 

[0009] Data for one block are read out from flash 
memory 204 (step C1). and the start code and the end 
code are compared with respective expected values 
(step C2). Then, a result of the comparison in step C2 is 
confirmed (step C3). In such a case that rewriting of 
data of a block read formerly has been interrupted half- 
way, the end code or the start code and the end code 
have not been written as yet, and therefore, the start 
code and the end code do not coincide with the respec- 
tive expected values. Thus, setting of flash memory 204 
and RAM 206 is performed (step C4), and error 



processing is performed (step C5). Then, the normal 
program stored in RAM 206 is started for execution 
(step C8). 

[0010] If it is confirmed in step C3 that the start code 
and the end code coincide with the respective expected 
values, then the block is written into RAM 206 (step C6). 
Then, it is confirmed whether the processing has been 
completed for all data or not (step C7). H the processing 
for all data has been completed, then the normal pro- 
gram stored in RAM 206 is started for execution (step 
C8). If it is confirmed in step C7 that the processing for 
all data has not been completed, the control returns to 
step C1 to repeat the operations of steps C1 to C6 until 
transfer of the data for the predetermined blocks to the 
RAM is completed. 

[0011] As described above, in the conventional data 
processing apparatus, when it is confirmed that a start 
code and an end code coincide with respective 
expected values or after setting and error processing for 
the flash memory and the RAM is performed, a normal 
program is started, thereby preventing a malfunction of 
the program which arises from a write failure of the flash 
memory. 

[0012] However, the conventional data processing 
apparatus which employs a flash memory has the fol- 
lowing problems. 

[0013] The first problem is that, because writing of a 
start code and an end code for detecting a write failure 
of the flash memory is performed only upon rewriting of 
the flash memory, a write failure cannot be detected H it 
occurs when the rewriting processing is interrupted in 
an initial stage. 

[0014] For example, if an interruption occurs in rewrit- 
ing processing in an initial stage of erasing processing 
of the flash memory, then the start code and the end 
code may possfoly remain without being erased even 
though some of the program codes have been erased 
already. In this case, a malfunction may occur. 
[001 5] Also when all addresses remain without being 
erased, since the program prior to the rewriting remains 
as it is, the operation performed by the data processing 
apparatus is different from an expected operation. 
[0016] The second problem is that, because a start 
code and an end code are added as part of the write 
data of a data area when they are provided on the 
boundary between blocks, it is difficult to produce a pro- 
gram since the CPU directly executes a program exist- 
ing in the flash memory. Specifically, a computer system 
sometimes has a configuration such that a reset vector 
or an interrupt vector is fixed to a particular address. In 
a computer system of this type, if a reset vector or an 
interrupt vector is fixed to an address into which a start 
code or an encode should be stored, a program cannot 
be produced. 

[001 7] Further, although a conventional data process- 
ing apparatus is configured to read a program into the 
RAM once and then execute the program, when it 
employs a computer having a built-in memory like a sin- 
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gle chip microcomputer, a RAM for storing a program to 
be executed must be prepared additionally for the data 
processing apparatus, resulting in a higher cost for the 
data processing apparatus. 

[0018] The conventional data processing apparatus s 
has a further problem that much time is required to start 
a normal processing program since the program is 
transferred from the flash memory to the RAM. 

SUMMARY OF THE INVENTION 

[0019] The present invention has been made in view 
of the various problems of the prior art described above, 
and it is an object of the present invention to provide a 
microcomputer provided with a built-in flash memory 
and having a self-programming function and a method 
of storing a program into a flash memory by which a 
write failure which arises from an interruption of rewrit- 
ing processing of the flash memory can be detected 
rapidly and with certainty. 

[0020] According to one aspect of the present inven- 
tion, there is provided a microcomputer provided with a 
flash memory and having a self-programming function 
of rewriting a program stored in the flash memory, com- 
prising a rewrite program area for storing a program for 
a rewriting processing procedure for the flash memory, 
and a controller for forming a plurality of flag areas 
locally in the flash memory when the rewriting program 
stored in external storage means or the rewrite program 
area is written into the flash memory, performing deter- 
mination of completion of a plurality of stages of rewrit- 
ing processing or determination of whether the plurality 
of stages are good or bad and recording results of the 
determination into the respective flag areas. 
[0021 ] In a microcomputer provided with a flash mem- 
ory, the flash memory may include a plurality of blocks 
each of which is an erasable unit and includes a data 
area and a flag area, and the controller may map the 
data areas of the plurality of blocks to successive 
addresses. 

[0022] According to another aspect of the present 
invention, there is provided a microcomputer provided 
with a flash memory and having a self-programming 
function of rewriting a program stored in the flash mem- 
ory, comprising a rewrite program area for storing a pro- 
gram for a rewriting processing procedure for the flash 
memory, rewriting means for forming a plurality of flag 
areas locally in the flash memory when the rewriting 
program stored in external storage means or the rewrite 
program area is written into the flash memory, and a 
controller for performing determination of completion of 
a plurality of stages of rewriting processing or determi- 
nation of whether the plurality of stages are good or bad 
and recording results of the determination into the 
respective flag areas through the rewriting means. 
[0023] According to still another aspect of the present 
invention, there is provided a microcomputer provided 
with a flash memory and having a self-programming 



function of rewriting a program stored in the flash mem- 
ory, comprising a rewrite program area for storing a pro- 
gram for a rewriting processing procedure for the flash 
memory, rewriting means for forming a plurality of flag 
areas locally in the flash memory when the rewriting 
program stored in external storage means or the rewrite 
program area is written into the flash memory, a control- 
ler for performing determination of completion of a plu- 
rality of stages of rewriting processing or determination 
of whether the plurality of stages are good or bad and 
recording results of the determination into the respec- 
tive flag areas through the rewriting means, and flag 
state notification means for comparing, when power 
supply is made available after the rewriting is com- 
pleted, values read out from the flag areas with 
expected values for the flag areas stored in advance 
and notifying the controller of results of the comparison. 
[0024] In both of the microcomputers provided with a 
flash memory, the flash memory may include a plurality 
of blocks each of which is an erasable unit and includes 
a data area and a flag area, and the rewriting means 
may map the data areas of the plurality of blocks to suc- 
cessive addresses. 

[0025] According to still another aspect of the present 
invention, there is provided a method of storing a pro- 
gram into a flash memory of a microcomputer provided 
with the flash memory and having a self-programming 
function of rewriting the program stored in the flash 
memory, wherein a plurality of flag areas are formed 
locally in the flash memory when a rewriting program is 
written into the flash memory, and determination of 
completion of a plurality of stages of rewriting process- 
ing or determination of whether the plurality of stages 
are good or bad is performed, whereafter results of the 
determination are recorded into the respective flag 
areas. 

[0026] In the present invention having the construction 
described above, part of the flash memory is used for 
flags into which a situation of procedure of rewriting 
processing of the flash memory should be recorded. 
When a program of the flash memory is to be executed, 
the situation of procedure of rewriting can be grasped 
by confirming the contents of the flags. Consequently, a 
write failure which arises from an interruption of rewrit- 
ing processing of the flash memory can be detected 
rapidly and with certainty. 

[0027] The above and other objects, features and 
advantages of the present invention will become appar- 
ent from the following description with reference to the 
accompanying drawings which illustrate examples o1 
the present invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 
[0028] 

Fig. 1 is a block diagram showing a conventional 
data processing apparatus; 
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Fig. 2 is a diagrammatic view showing a data struc- 
ture of a flash memory of a conventional data 
processing apparatus; 

Fig. 3 is a flow chart illustrating processing of a con- 
ventional data processing apparatus when a nor- 
mal program is starts; 

Fig. 4 is a block diagram showing a configuration of 
an embodiment of the present invention; 
Figs. 5(A) and 5(B) are diagrammatic views show- 
ing a configuration of flash area 4 shown in Fig. 4, 
and wherein Fig. 5(A) shows a physical configura- 
tion and Fig. 5(B) shows a logical configuration; 
Fig. 6 is a flow chart illustrating operation of the 
embodiment when power supply is made available; 
Figs. 7(A) and 7(B) are diagrammatic views show- 
ing details of the configuration of flash area 4, and 
wherein Fig. 7(A) shows a physical configuration 
and Fig. 7(B) shows a logical configuration; 
Fig. 8 is a diagrammatic view showing a configura- 
tion of flag area 2; 

Fig. 9 is a flow chart illustrating operation for rewrit- 
ing processing of the flag area shown in Fig. 8; and 
Fig. 10 is a block diagram showing a configuration 
of a second embodiment of the present invention. 

Detailed Description of the Preferred Embodiments 

[0029] Preferred embodiments of the present inven- 
tion will be described below with reference to the draw- 
ings. 

[0030] Fig. 4 is a block diagram showing a configura- 
tion of an embodiment of the present invention. The 
present embodiment includes microcomputer 1, CPU 
(control means) 2, rewriting program area 3, flash area 
4, rewriting means 5 for rewriting flash area 4, RAM 6 for 
storing temporary data in processing, and communica- 
tion means 7 for interconnecting the components. 
[0031] Figs. 5(A) and 5(B) are diagrammatic views 
showing a configuration of flash area 4, and wherein 
Fig. 5(A) shows a physical configuration and Fig. 5(B) 
shows a logical configuration. 

[0032] Flash area 4 includes a plurality of blocks each 
of which forms an erasable unit and includes a flag area 
for storing a history of rewriting processing and a data 
area for storing a program, a data table and other nec- 
essary data. Here, block 1 which includes data area 1 
and flag area 1 is denoted by data 101, and block 2 
which includes data area 2 and flag area 2 is denoted by 
102. 

[0033] As shown in Fig. 5(B), the data areas are 
mapped at logical addresses in continuous space. 
[0034] Fig. 6 is a flow chart illustrating operation of the 
present embodiment when power supply is made avail- 
able. Operation of the present embodiment will be 
described below with reference to Fig. 6. 
[0035] Rewriting program area 3 stores a program for 
rewriting flash area 4. Processing by the program stored 
in flash area 4 is illustrated on the right side of a broken 



line in Fig. 6, and processing by the program stored in 
rewriting program area 3 is illustrated on the left side of 
the broken line. 

[0036] After power supply is made available, initializa- 

5 ton processing for setting the components to initial 
states is performed (step A1). After the initialization 
processing, it is checked whether a rewriting request for 
flash area 4 is present or not (step A2). If a rewriting 
request for flash area 4 is present, then the rewriting 

10 operation is performed (step A3), but if no rewriting 
request for flash area 4 is present, then it is determined 
whether the rewriting processing for flash area 4 has 
been performed regularly (step A4). 
[0037] The determination of the regularity of the 

15 rewriting processing for the flash area in step A4 
depends upon determination of whether the flag areas 
shown in Fig. 5(A) have expected values. If it is deter- 
mined that the rewriting processing has not been per- 
formed regularly, then error processing is performed 

20 (step A5), but if it is determined that the rewriting 
processing has been performed regularly, then normal 
processing by the program stored in flash area 4 is exe- 
cuted (step A6). 

[0038] In the rewriting processing in step A3, when 

25 each process such as erasure or writing included in the 
rewriting processing comes to an end, a flag represent- 
ing this is set. For the expected values to be used for the 
determination of the regularity of the rewriting process- 
ing in step A4, the flags changed by the rewriting 

30 processing are used. 

[0039] From the stored contents of the flash area 
which has been rewritten in such a manner as 
described above, whether the rewriting has been per- 
formed regularly can be detected by detecting the flags. 

35 For example, if the rewriting processing is interrupted 
midway, the flags remain in the same states as those 
prior to the interrupted processing and therefore have 
values different from their expected values, and it is 
detected from the difference that the rewriting process- 

40 ing of flash area 4 has been interrupted. 

[0040] In this manner, in the present embodiment if 
the processing is interrupted during the rewriting of the 
flash memory, this can be detected by using a flag rep- 
resenting a history of rewriting of part of the flash mem- 

45 ory for the determination of the regularity of the writing 
processing. Thus, an otherwise possible failure or acci- 
dent arising from a malfunction of a program can be pre- 
vented. 

[0041] Next, the operation of the embodiment 
so described above will be described in more detail. 

[0042] Figs. 7(A) and 7(B) are diagrammatic views 
showing details of the configuration of flash area 4, and 
wherein Fig. 7(A) shows a physical configuration and 
Fig. 7(B) shows a logical configuration. The configura- 
55 tion of flash area 4 shown in Figs. 7(A) and 7(B) 
includes, in addition to the configuration of flash area 4 
shown in Figs. 5(A) and 5(B), rewriting program area 3 
for explaining an example of allocation of addresses 



4 



7 



EPO 990 989.A2 



8 



and RAM 6 for storing temporary data in processing. 
[0043] Rewriting program area 3 stores the program 
for rewriting flash area 4. Rash area 4 stores a program 
for normal operation. The program stored in flash area 4 
can be changed to augment functions of the system 
which employs the present embodiment or to amend a 
program to eliminate a defect of it. 
[0044] Rewriting of flash area 4 is performed by rewrit- 
ing means 5 under the control of CPU 2 in accordance 
with the program stored in rewriting program area 
(ROM) 3. In the rewriting, the program in flash area 4 is 
rewritten into program codes received by communica- 
tion means 7. 

[0045] RAM 6 temporarily stores data during opera- 
tion of a normal program or upon rewriting of rewriting 
program area 3. 

[0046] While the example illustrated in Fig. 7(A) 
includes RAM 6, rewriting program area 3 and flash 
area 4 which includes 3 blocks each including a data 
area of 8 Kbytes and a flag area of 1 byte, in order to 
facilitate production of a program, the memory areas 
may be mapped in such a manner as illustrated in Fig. 
7(B) so that the data areas can be assured continuously 
in flash area 4. 

[0047] Fig. 8 is a diagrammatic view showing a config- 
uration of flag area 2. 

[0048] Aflash EEPROM or an EPROM has a common 
characteristic that a bit which has not been changed to 
a write value upon writing can be changed later by per- 
forming writing to the bit again. 

[0049] For example, where a flash EEPROM or an 
EPROM is configured so that a bit is changed to "0" by 
bit erasure but changed to "1 " by bit writing, it is possible 
to write "1" to the 0th bit once and write "1" to the 
remaining bits later. However, a bit to which "1 " is written 
once cannot be returned to "1 " by later writing. 
[0050] The example illustrated in Fig. 8 makes use of 
the fact just described to allocate the flags to 1 byte 
which is one write unit. To BIT7 to BIT0, a verify error 
flag, a blank error flag, a rewriting end flag, a verify end 
flag, a write end flag, a blank check end flag, an erasure 
end flag and a rewriting start flag are allocated, respec- 
tively. 

[0051 ] Depending upon the structure of cells of a flash 
memory, the cells are deteriorated by writing thereto. In 
this case, a greater number of times of writing opera- 
tions are performed only for the flag area, and this 
reduces the life of the cells of the flag area. As a coun- 
termeasure against this, significance of flags may be 
allocated in a size of a write unit such as 1 byte. 
[0052] The flags to be allocated must include at least 
the rewriting start flag and the rewriting end flag in order 
to achieve the principal object of the present invention. 
However, the flags to be allocated should be selected so 
as to keep a more detailed history so that when writing 
is performed after an interruption of rewriting is 
detected, the rewriting can be performed efficiently by 
proceeding with the rewriting processing beginning with 



a process following the process at which the rewriting 
has been interrupted. 

[0053] Fig. 9 is a flow chart illustrating operation for 
rewriting processing of the flag area shown in Fig. 8, 
5 and the rewriting processing will be described below 
with reference to Fig. 9. The following description pro- 
ceeds on the presumption that the value of each cell of 
the flash memory is changed to "0" by erasure and to 
"1" by writing. 

10 [0054] Referring to Fig. 9, at a point of time when 
rewriting processing is started, the flag area has a value 
"001 11110" which is an expected value when rewriting 
is completed regularly, and in order to set the rewriting 
start flag which represents that rewriting processing is 

is started, writing into the flag area is performed to change 
the value of the flag area to "001 1 1 1 1 1 " (step B1). 
[0055] The setting of the rewriting start flag makes the 
program stored at present in rewriting program area 3 
different from an expected program. Therefore, even if 

20 the rewriting processing is interrupted in its initial stage, 
such interruption of the rewriting processing can be 
detected from the difference. 

[0056] Then, erasure of the rewriting area is per- 
formed (step B2). Thereupon, also the flag area is 
26 erased. Consequently, the flag area now has a value 
"00000000" without specifically designating the flag 
area for the change. 

[0057] Thereafter, the erasure end flag which repre- 
sents that erasure is completed is set (step B3) to 

30 change the value of the flag area to "00000010". 

[0058] Then, a blank check of the data area is per- 
formed in order to confirm whether the erasure has 
been performed completely (step B4), and then a result 
of the blank check is confirmed (step B5). If the blank 

35 check reveals some incoincidence, the blank error flag 
is set (step B6). Alternatively, however, the processing 
beginning with the erasure described above may be 
performed again. 

[0059] If the blank check is completed regularly, then 
40 the blank check end flag is set (step B7) to change the 
value of the flag area to "00000110", and then writing 
processing is performed continuously (step B8). 
[0060] After the writing is completed, the writing end 
flag is set (step B9) to change the value of the flag area 
45 to "00001 1 10". and a verify operation for confirmation of 
whether the writing has been performed regularly is per- 
formed (step B10). 

[0061 ] Thereafter, a result of the verify processing is 
confirmed (step B1 1). If it is confirmed from the result of 
so the verify processing that the writing has not been per- 
formed regularly, the verify error flag is set (step B12). 
Alternatively, however, the writing operation may be per- 
formed again. 

[0062] If the result of the verify processing proves that 
55 the writing has been performed regularly, then the verify 
end flag and the rewriting end flag are set (steps B13, 
B14), thereby ending the rewriting processing. 
[0063] As described above, in the present embodi- 
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ment, every time a step of rewriting processing is com- 
pleted, a history representing that the step is completed 
is recorded into the flag area. Consequently, when a 
normal program is started, it can be detected whether 
rewriting processing is completed or not and in which 
stage the processing is interrupted by confirming the 
flag area of flash area 4. 

[0064] Fig. 1 0 is a block diagram showing a configura- 
tion of a second embodiment of the present invention. 
The second embodiment of the present invention will be 
described below with reference to Fig. 10. 
[0065] The present embodiment is different from the 
first embodiment in the configuration of rewriting means 
5 which, in the first embodiment, merely performs a 
rewriting operation in order to reduce the burden to CPU 
2. The present embodiment is similar in the components 
to those of the first embodiment shown in Fig. 4, and the 
like components thereof are denoted by like reference 
numerals and overlapping description of them is omitted 
here to avoid redundancy. 

[0066] Rewriting means 5 in the present embodiment 
includes rewriting control circuit 8, data holding means 
9, rewrite state holding means 10, and multiplexer 
(MPX) 11. 

[0067] Rewriting control circuit 8 controls data holding 
means 9. rewrite state holding means 10 and multi- 
plexer 1 1 to effect control of designation of a rewriting 
area in flash area 4 and control of rewriting of flash area 
4 such as writing and erasure. Rewriting control circuit 8 
outputs address information of a block which is an 
object of rewriting and address information of a flag for 
the block. 

[0068] Data holding means 9 stores write data for the 
data area in flash area 4, and outputs the write data to 
multiplexer 1 1 under the control of rewriting control cir- 
cuit 8. 

[0069] Rewrite state holding means 10 stores informa- 
tion regarding different processing stages of rewriting 
processing and information of a block which is an object 
of rewriting. 

[0070] Multiplexer 1 1 is controlled by rewriting control 
circuit 8 such that, upon writing into the data area, mul- 
tiplexer 1 1 selects the output of data holding means 9 
and outputs it to flash area 4, but upon writing into the 
flag area, multiplexer 11 selects an output value of 
rewrite state holding means 10 and outputs it to flash 
area 4. 

[0071] The output value from rewrite state holding 
means 10 to multiplexer 11 is a value which is written 
into the flag area when each process of rewriting 
processing is completed, and is updated by rewriting 
control circuit 8 each time the control advances to a next 
processing stage. 

[0072] As described above, rewriting of each flag area 
in the present embodiment is performed by rewriting 
control circuit 8 in accordance with contents of address 
information stored in rewrite state holding means 10. 
CPU 2 performs starting of a rewriting operation and 



determination of writing contents, but need not allocate 
the flag areas to particular addresses. This reduces the 
burden to CPU 2 and allows CPU 2 to perform some 
other processing. Consequently, the processing coeffi- 

5 cient is augmented. 

[0073] In Fig. 10, the embodiment shown includes flag 
state notification means 70 in addition to the compo- 
nents described above, nag state notification means 70 
compares, when power supply is made available after 

10 rewriting is completed, values read out from the flag 
areas and expected values for the flag areas stored in 
advance and notifies CPU 2 by interrupt whether rewrit- 
ing of the flash areas has been performed regularly. 
Although the comparing operation is usually performed 

is by CPU 2. the construction just described eliminates the 
necessity for CPU 2 performing the comparing opera- 
tion, and this further augments the processing effi- 
ciency. 

[0074] Since the present invention is constructed in 
20 the manner described above, the following effects are 
achieved. 

[0075] The first effect is that a malfunction arising from 
an interruption of rewriting processing can be prevented 
and a failure or a fatal accident of a set can be pre- 

25 vented because, upon rewriting processing of a flash 
area, a history of rewriting processing is written into a 
flag area and, before processing is performed for a pro- 
gram in the flash area, confirmation of whether the writ- 
ing processing is completed regularly or not can be 

30 performed rapidly and with certainty merely by referring 
to the flags. 

[0076] The second effect is that, since a history of 
rewriting processing can be left in a starting stage of the 
rewriting processing, also an interruption of the rewriting 
35 processing such as erasing processing in an initial 
stage can be detected. 

[0077] The third effect is that, since a history of com- 
pletion of a process can be left by each process in 
rewriting processing, when rewriting is performed again 

40 after the rewriting processing is interrupted, the rewrit- 
ing processing can be resumed beginning with a proc- 
ess immediately following the process at which the 
rewriting processing has been interrupted. 
[0078] The fourth effect is that, where the data areas 

45 are set to successive addresses, a program can be pro- 
duced readily. 

[0079] Further, when compared with a conventional 
configuration wherein a program is transferred from a 
flash memory to a RAM in order to execute the program, 
so the present invention has an effect that the cost for the 
RAM for execution of a program can be eliminated and 
the time required to start a normal processing program 
can be reduced. 

[0080] While preferred embodiments of the present 
55 invention have been described using specific terms, 
such description is for illustrative purposes only, and it is 
to be understood that changes and variations may be 
made without departing from the following claims. 
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Claims 

1 . A microcomputer provided with a flash memory and 
having a self-programming function of rewriting a 
program stored in said flash memory, comprising: 

a rewrite program area for storing a program for 
a rewriting processing procedure for said flash 
memory; and 

a controller for forming a plurality of flag areas 
locally in said flash memory when the rewriting 
program stored in external storage means or 
said rewrite program area is written into said 
flash memory, performing determination of 
completion of a plurality of stages of rewriting 
processing or determination of whether the plu- 
rality of stages are good or bad and recording 
results of the determination into the respective 
flag areas. 

2. A microcomputer provided with a flash memory 
according to claim 1, wherein said flash memory 
includes a plurality of blocks each of which is an 
erasable unit and includes a data area and a flag 
area, and said controller maps the data areas of the 
plurality of blocks to successive addresses. 

3. A microcomputer provided with a flash memory and 
having a self -programming function of rewriting a 
program stored in said flash memory, comprising: 

a rewrite program area for storing a program for 
a rewriting processing procedure for said flash 
memory; 

rewriting means for forming a plurality of flag 
areas locally in said flash memory when the 
rewriting program stored in external storage 
means or said rewrite program area is written 
into said flash memory; and 
a controller for performing determination of 
completion of a plurality of stages of rewriting 
processing or determination of whether the plu- 
rality of stages are good or bad and recording 
results of the determination into the respective 
flag areas through said rewriting means. 

4. A microcomputer provided with a flash memory and 
having a self-programming function of rewriting a 
program stored in said flash memory, comprising: 

a rewrite program area for storing a program for 
a rewriting processing procedure for said flash 
memory; 

rewriting means for forming a plurality of flag 
areas locally in said flash memory when the 
rewriting program stored in external storage 
means or said rewrite program area is written 
into said flash memory; 



a controller for performing determination of 
completion of a plurality of stages of rewriting 
processing or determination of whether the plu- 
rality of stages are good or bad and recording 

5 results of the determination into the respective 

flag areas through said rewriting means; and 
flag state notification means for comparing, 
when power supply is made available after the 
rewriting is completed, values read out from 

10 said flag areas with expected values for said 

flag areas stored in advance and notifying said 
controller of results of the comparison. 

5. A microcomputer provided with a flash memory 
15 according to claims 3 or 4, wherein said flash mem- 
ory includes a plurality of blocks each of which is an 
erasable unit and includes a data area and a flag 
area, and said rewriting means maps the data 
areas of the plurality of blocks to successive 

20 addresses. 

6. A method of storing a program into a flash memory 
of a microcomputer provided with said flash mem- 
ory and having a self -programming function of 

25 rewriting the program stored in said flash memory, 
wherein 

a plurality of flag areas are formed locally in 
said flash memory when a rewriting program is 

30 written into said flash memory, and determina- 

tion of completion of a plurality of stages of 
rewriting processing or determination of 
whether the plurality of stages are good or bad 
is performed, whereafter results of the determt- 

35 nation are recorded into the respective flag 

areas. 
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